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Mini ball valve f.f.
TECNOVIELLEspa
F
m ﬁ Misura
‘d/ = Size B C E F G DN
/%ﬁ\ 18" 27 9 39 | 22 | 20 6
. 1/4" 27 9 39 22 20 8
- g — 3/8" 27 9 40 22 20 8
1/2" 29 10,5 45 22 24 10
3/4" 31,5 | 13,5 51 22 30 12
C C
E
MATE R |A|_S Workiq%‘}erggoe(r:ature:
BODY: Brass CW614N-UNIEN12164 SR
SLEEVE: Brass CW614N-UNIEN12164 DR e

10 bar at 90°C
BALL: Brass CW614N-UNIEN12164 chrome-plated

Threads: UNI ISO 228/1
STEM: Brass CW614N-UNIEN12164

EINAL TEST
SEAL: pure PTFE conforming with
O-Ring: NBR UNI EN 12266-1 points A3 or A4

HANDLE: nylon 66
SCREW: Zincplated steel

ART. 172
Mini ball valve m.f.
F
Misura
> m — A Size B c E F G DN
‘ /ﬁ VK%\ ‘ ‘ 1/8" 27 9 39 | 22 | 20 6
‘ ‘ ‘ 1/4" 27 9 39 22 20
= — = 3/8" 27 9 40 | 22 | 20 8
- 1/2" 29 | 105| 45 | 22 | 24 | 10
3/4" 315|135 51 [ 22 | 30 | 12
C C
E
MATERIALS
BODY: Brass CW614N-UNIEN12164 .
Working temperature:
SLEEVE: Brass CW614N-UNIEN12164 -10° +90°C
BALL: Brass CW614N-UNIEN12164 chrome-plated Max pressure:
STEM: Brass CW614N-UNIEN12164 L0baraneuic
SEAL: pure PTEE Threads: UNI ISO 228/1
O-Ring: NBR EINAL TEST
conforming with
HANDLE: nylon 66 UNI EN 12266-1 points A3 or A4
SCREW: Zincplated steel
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